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Technical Parameters

Shocker Tester — CL Series
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CL series shock tester is based on the theory of free drop of classical mechanics, and simulates the real
operation environment accurately and realistically, and is widely used in aviation, aerospace, warship,
weapon and automobile, to do the anti-shock test for the huge DUT. It has air-isolation mounts with
hydro-static struts, is easy to install and will not affect the equipment around.

CL series shock tester adopts prevention secondary impact mechanism with gas-liquid pressurization and
strong friction brake, and this series shock tester is high precision and safe and reliable.

Optional Shock Wave Types: Half-sine wave, trapezoid wave and final peak saw-tooth wave.

Parameters & Model CL-20 CL-50 CL-100 CL-200 CL-300 CL-500 CL-1000 CL-1200

Max. Payload (kg) 20 50 100 200 300 500 1000 1200

Half-sine Duration Time (ms) 30~1 30~1 30~1 30~1 30~1 18~3 18~3 18~3

Pulse Peak-to-peak Half-sine 150 ~ 5000 150 ~ 5000 150 ~ 5000 150 ~ 5000 150 ~ 5000 150 ~ 3000 150 ~ 2000 150 ~ 2000

Acceleration(m/s?) Saw-tooth 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000
Trapezoid 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000 150 ~ 1000

Working Table Dimensions (mm ) 400x400 500x500 500%500 800%650 1000x800 1200x1000 1200x1200 1500x1500

Uncrated Weight (kg) 3500 4000 4500 5500 6500 8000 10000 11000

Dimensions (LxWxH) (mm) 1510x900x2850 [1750x1000x2850 |1750x1000x2850 |1900x1200%2850 |2300x1550%2850 (2300x1400x3000 (23000x1600x3000 [2610>1900>3000

Controller KCL-2000

Controller Weight (kg) 100

Controller Dimensions (LxWxH) (mm) 460%1400%1000

Consumed Power (kw) 3 3 3 3 3 3 5 5

Power Supply 380V, 3-phase, 50Hz

Standard GB2423.5, GGJIB-150, JIG541

Note: Parameters are subject to change upon request.

STI Testing Group No. 55, Lushan Road, New District, Suzhou, Jiangsu Province, 215129, China
Sales: +86-512-66658032
E-mail: sales@chinasti.com

http://www.stitestgroup.com



